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PROPOSED HOT MIX ASPHALT SHOULDERS 8" /

EXISTING HOT MIX ASPHALT BASE

COURSE WIDENING 97 (TYP)

9

FOR LOCATIONS)

MIN MIN

EXISTING 18" WIDE PCC PAVEMENT

SECTION OUTSIDE
GUARDRAIL LIMITS

Location(s):

Hot Mix Asphalt Surface Course

Mixture Use(s):

Hot Mix Asphalt Surface Course, Mix C, N30

AC/PG:

PG64-22

RAPY (Max):

10

Design Air Voids:

4.0%, 90 Gyration Design

Mixture Composition:

(Gradation Mixture)

IL-9.5 mm or IL 12.5 mm

Friction Aggregate:

C Surface

EXISTING HOT MIX

ASPHALT SURFACE #3"

PROPOSED HOT MIX ASPHALT SHOULDERS 8"

PROPOSED HOT MIX ASPHALT SURFACE
COURSE, MIX “C", NSG 1 1/4 "

\
\
PROPOSED HOT MIX ASPHALT BINDER COURSE,
IL-19.0, N90 1 172 " MIN TO 18 1/2" MAX

TYPICAL SECTION

(MAINLINE)

TO BE USED : STA 175+00 TO STA 175+98.74

SECTION WITHIN
GUARDRAIL LIMITS

STA 180+30 TO STA 182+25

BRIDGE & APPROACH PAVEMENT OMISSION:

STA 175+88.74 TO STA 178+36.02

HOT-MIX ASPHALT MIXTURE REQUIREMENTS

Location(s):

Hot Mix Asphalt Binder Course

Location(s): Hot MIx Asphalt Shoulders

Mixture Use(s):

Hot Mix Asphalt Binder Course, N30, IL-19.0

Mixture Use(s): Hot Mix Asphalt Shoulders

AC/PG:

PGe4~22

AC/PG: PG58-22

RAPZ (Max):

10

RAP7. (Max): 50

Design Alr Voids:

4.0%, 90 Gyration Design

Design Alr Voids: 2.0%, 30 Gyration Design

Mixture Composition:
(Gradation Mixture)

Hot Mix Asphalt Aggregate Mixture, Superpave

Mixture Composition: IL-19.0 mm
(Gradation Mixture)
Friction Aggregate: None

Friction Aggregate: None

TYPICAL SECTIONS




